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New river access path at average

1:15 gradient, including rest

platforms at 6m intervals

Extend existing pipe to stream

Existing steep river access path to be removed

New roadway kerbline

with narrowing to 3.2m

Disable access

parking bays

Multi-use parking set down/loading or

coach bay constructed to engineering

detail with a bitumen macadam surface

Relocated bottle bank

To Monastery Road

To Bomeadow sports Facilities

Public Car Park

Hoggin path, 2m wide with

tanalised timber edging, layed

to a maximum average

gradient of 1:20

Existing culverted stream

Remove existing 225 drainage pipe

and replace with connection to stream

All trees within playground

boundary retained

Hoggin path, 2m wide with

tanalised timber edging, layed

to a maximum average

gradient of 1:20

Hoggin path, 2m wide with

tanalised timber edging, layed

to a maximum average

gradient of 1:20

Wicklow County

Council

Bray M.D.

BOGMEADOW, ENNISKERRY PLAYGROUND

Liam Bourke

SITE LAYOUT PLAN

XXX

Playground boundary ~ 150M 1.2m

high black hoop topped railing

Retaining walls - tanalised timber

cladding and brick capping

Reduced gradients following earthworks     < 1:12

Trees Retained

Trees Removed

Contours at .25m vertical spacing.

Max. slopes created 1:3
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