LS

BICYCLE PARKING — 60 NO. + 10 NO. VISTOR
EV PARKING — 2 NO

EV / ACCESSIBLE PARKING — 1 NO
ACCESSIBLE PARKING — 1 NO

STANDARD PARKING — 25 NO

TOTAL VEHICLE PARKING SPACES — 29 NO

DIFFERENT COLOUR PAVER TO PROVIDE CONTRAST AND
DEFINE SEPARATION BETWEEN CAR PARKING SPACES

DISABLED SPACES MOVED SOUTH ADJACENT TO DROP
KERB AND FOOTWAY ACCESS POINT

VISIBILITY SPLAY TO TOPOGRAPHICAL
SURVEY KERB LOCATION

\ Mhs

ROAD LONGER THAN 20m THERFORE TURNING AREA TO BE PROVIDED TO
COMPLY WITH TGD PART B. ROADWAY EXTENDED TO PROVIDE SPACE FOR VEHICLE
TURNING HEAD BASED ON TYPE (i) TURNING BAY IN ACCORDANCE WITH MANEUVERING IN'AND OUT OF LAST CAR PARKING SPACE

"RECOMMENDATIONS FOR SITE DEVELOPMENT WORKS FOR HOUSING AREAS'.

LENGTH INCREASED TO PROVIDE SUFFICIENT TURNING SPACE FOR FIRE TRUCK.
YIELD JUNCTIONS TO INCLUDE;

M115 YIELD MARKING IN ACCORANCE WITH TRAFFIC SIGNS MANUAL CHAPTER 7.
RPM 018 YIELD LINE IN ACCORDANCE WITH TRAFFIC SIGNS MANUAL CHAPTER 7,
PEDESTRIAN CROSSING 2m WIDE WITH TACTILE PAVING ACCOMPANIED BY A CONTINUOUS CENTRE LINE RRM 001.

YIELD SIGNAGE NOT PROVIDED AT INTERNAL YIELD JUNCTIONS AS RECOMMENDED
BY DMURS SECTION 4.2.4 SO AS TO MINIMISE IMPACT ON THE STREETSCAPE.
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UNITS 1-24
BLOCK A
FFL 48.650

UNITS 25-44
BLOCK B
FFL 47.200

20NO. BICYCLE COVERED PARKING SPACES

[ EXISTING FFL
48.800

UNITS 45-53 | yNITS 50-51
BLOCK C FFL 48.050
UNITS 48-49
FFL 47.825

Y
EV CHARGING SPACES 6m LONG WITH BUFFER ZONES. ‘/ TREE AND ROOTS TO BE PROTECTED

FOR DURATION OF WORKS, REFER

‘ TO ARBORIST REPORT

WHEEL STOPS TO REDUCE RISK OF PARKING
CARS FROM STRIKING THE DWARF WALL

\ N L

EXISTING STONE WALL TO BE RETAINED
IN' PARTS WHERE SHOWNN ON WICKLOW
C0.CO BOUNDARY PLAN

\ A\

EXTRA MANOEUVRE WIDTH WITHIN SPACE AND ROADWAY
EXTENDED TO PROVIDE SPACE FOR VEHICLE MANEUVERING
IN AND OUT OF LAST CAR PARKING SPACE

\ \ N\

ALL PEDESTRIAN CROSSING POINTS 2m WIDE WITH
TACTILE PAVING

EXISTING WALL IS TO BE REMOVED AND REPLACED WITH NEW POST
AND PANEL FENCE AS PER WICKLOW CO.CO BOUNDARY PLAN

UNITS 46-47
FFL 47.600

-
C\
s
| UNIT 45
-\ FFL 47.600

9

10 NO VISTOR BICYCLE SPACESJ

\

40NO. BICYCLE STORAGE SPACES

\

EXISTING BUILDING TO BE RETAINED AND
REFURBISHED AS BIN AND BICYCLE STORAGE.
)\ ‘
INDICATIVE SITE LAYOUT

SCALE 1:250

PREMEABLE PAVING 2m WIDE TO FRONT AND
BACK OF DWELLINGS.

EXISTING ADVANCED WARNING SIGN FOR T—JUNCTION (CURRENTLY LOCATED
AT PROPOSED ENTRANCE) TO BE RELOCATED 50M TO 70M FROM HAZARD
FOR 50km/h AS PER TRAFFIC SIGNS MANUAL CHAPTER 6 TABLE 6.1

EXISTING ELECTRICAL POLE AND CABLE STAY IN PROPOSED FOOTWAY
TO BE REMOVED. REFER TO M&E DRAWINGS FOR DETAILS
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7\

\ )

RUS 027 STOP SIGN IN ACCORDANCE WITH TRAFFIC SIGNS
MANUAL CHAPTER 5

"

M114 WORDED STOP MARKING IN ACCORDANCE WITH
TRAFFIC SIGNS MANUAL CHAPTER 7

O P

RPM 017 STOP LINE IN ACCORDANCE WITH TRAFFIC SIGNS
MANUAL CHAPTER 7, ACCOMPANIED BY A CONTINUOUS
CENTRE LINE RRM 001.

N
A

PAVING ACROSS DESIRE LINE AT ENTRANCE.

]

TO TIE-IN WITH EXISTING UPSTAND KERB
VISIBILITY SPLAY OF 49m FOR BUS ROUTE
AND 50KM/H SPEED LIMIT

VISIBILITY SPLAY TO TOPOGRAPHICAL
SURVEY KERB LOCATION

LS

Q

Mhs

TRAFFIC CALMING RAISED TABLE WITH 2m FLAT TABLE TOP
AND ENTRY / EXIT RAMP GRADIENT OF 1:15

M112 TRAFFIC CALMING TRIANGLES TO BE PLACED ON THE
APPROACH SIDE OF THE RAMP

PEDESTRIAN CROSSING TO TOPSIDE OF RAISED TABLE, TACTILE
PAVING TO BE PROVIDED AT PEDESTRIAN CROSSING POINTS.

/" 49.4

GENERAL NOTES:

1. ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON
SITE PRIOR TO COMMENCEMENT OF THE WORKS.
ANY DISCREPANCIES TO BE REPORTED TO THE

ENGINEER.

2. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
THE RELEVANT ARCHITECT'S AND OTHER ENGINEERING

DRAWINGS.

SITE _LAYOUT NOTES

1. NEW SURFACING TO TIE INTO EXISTING ROAD LEVELS.

2. ALL ROADS, PAVEMENT WORKS AND MATERIALS
SHALL BE CARRIED OUT IN ACCORDANCE WITH THE
TII MANUAL OF CONTRACT DOCUMENTS FOR ROAD
WORKS, VOLUME 1 & 2 SPECIFICATION FOR ROAD

WORKS.

3. ALL ROAD MARKINGS AND TRAFFIC SIGNS ARE TO BE
IN ACCORDANCE WITH THE DEPARTMENT OF
TRANSPORTS TRAFFIC SIGNS MANUAL.

PROPOSED NEW VEHICLE AND PEDESTRIAN ENTRNACE FOR DEVELOPMENT

TACTILE PAVING TO BE PROVIDED AT PEDESTRIAN CROSSING POINTS.

EXISTING ENTRANCE TO BECOME PROPOSED PEDESTRIAN ENTRANCE

‘ PROPOSED UPSTAND KERB TO REPLACE EXISTING DROP KERB

SITE _LAYOUT LEGEND

PROPOSED ASPHALT ROAD

PROPOSED FOOTWAYS

LANDSCAPE

PROPOSED PERMEABLE PAVING TO
ARCHITECTS SPECIFICATION

PROPOSED HOUSING UNITS

PROPOSED PEDESTRIAN CROSSING WITH
BUFF COLOURED TACTILE PAVING

DMURS VISIBILITY SPLAY

PROPOSED RAISED TABLE

Q EV CHARGING POINT
49.000 PROPOSED F.F.L.
PROPOSED HALF BATTERED INSITU
CONCRETE KERB (DROPPED)
PROPOSED 125mm UPSTAND HALF
BATTERED INSITU CONCRETE KERB
s 300-800mm HIGH RETAINING WALL
DWARF WALL KERB
EXISTING CYCLEWAY
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